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The  present instruction  hand-book  informs  about the  basic requirements for 

SAFETY AND HEALTH OF THE USERS. These requirements are stated  by the MACHINE 

DIRECTION UNI EN 2006/42/EC 

              

(Issue no. 01 of 27 January 2023) 

 

(Issue no. 01 of 26 January 2023) 



 

 

 

SIDE I WARNINGS, PRECAUTIONS AND GENERAL ADVICES 
 

1.1.1 WARNING 
 

Before connecting the plug of the OMEC VIBRATOR TYPE VIBR-X into the 

current intake check the feeding voltage which must be the same as the 

voltage written on the machine plate. 

Example: machine plate VOLT 230 - HZ 50 = feeding voltage VOLT 230-HZ 50 

 

1.1.2 PRECAUTIONS 
 

a) OMEC VIBRATOR TYPE VIBR-X must be used ONLY AND EXCLUSIVELY to 

vibrate articles and goods manufactured by dental technicians and 

goldsmiths. 

b) Before checking or controlling the machine, take out the plug which 
connects the machine to the intake. 

c) Never take out the plug by pulling the feeding wire. 
d) Make sure that your electrical equipment is in conformity with the 

standards 2014/35/UE - LOW VOLTAGE. 

 

 

OMEC IS NOT GUILTY FOR A WRONG OR IMPROPER USE OF OMEC VIBRATOR TYPE 
VIBR-X-34 
 

1.1.3 GENERAL ADVICES 
 

a) On receiving the unit check the package integrity and then make sure 

that the machine is perfect and not damaged (due to bad carrying). 

 

b) Follow carefully the instructions for installing the machine. 

 

c) OMEC VIBRATOR TYPE VIBR-X-34 must be used only by a skilled worker, 

and therefore use the machine ONLY AFTER HAVING READ CAREFULLY and 

understood  the instruction and maintenance hand-book. 

 

d) The machine is supplied complete with: 

 

- no. 1 instruction hand-book which must ALWAYS go together with 

machine even if it is sold as second-hand machine 

- no. 1 warranty certificate 

- no. 1 conformity declaration 

 

 

SIDE II PRODUCT DESCRIPTION 
 

2.1.1 TECHNICAL DATA 
  

                      VIBR-X-15     VIBR-X-24     VIBR-X-34 

 

- Absorbed power  :   Kw 0.08       Kw 0.15       Kw 0.20 

- Absorbed current:   Amp. 0,4      Amp. 0,7      Amp. 1 

- Feeding         :   Volts 230     Volts 230     Volts 230 

- Frequency       :   Hz. 50/60     Hz. 50/60     Hz. 50/60 

 

2.1.2 EXTERNAL BODY DESCRIPTION 

 

OMEC VIBRATOR TYPE VIBR-X-34 has the external structure made of 

aluminium, it is fire painted with epoxide resins (power). 
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SIDE III USE INSTRUCTION 
 

INTRODUCTION 
 

Before starting-up the machine, follow precisely the following 

instructions. 

 

3.1.1 WARNING AGAINST WORK-RISKS 
 

Make sure that your electrical equipment has a good earth and that it is 

in conformity with the standard EC 73/23 - Low Voltage. 

 

3.1.2 USE INSTRUCTIONS 
 

VIBR-X-15 

 

To start the vibrator push the actuator on the right side on the 

position “1”, then turn the handle on the front part of the vibrator in 

clockwise sense (pict. no. 1 - page 2/3). The handle works as 

potentiometer,  therefore  it  controls  the  vibration intensity. To 

switch off the vibrator, push the actuator on the right side on the 

position “0”. 

 

VIBR-X-24 – VIBR-X-34 

 

To start the vibrator push the actuator on the front side on the 

position “1”, turn the handle of the vibrator in clockwise sense (pict. 

no. 1 - page 2/3). The handle works as potentiometer, therefore it 

controls the vibration intensity. To switch off the vibrator, push the 

actuator on the front side on the position “0”. 

 

 

OMEC IS NOT GUILTY FOR A WRONG OR IMPROPER USE OF THE OMEC VIBRATOR TYPE 
VIBR-X-34  

 

3.2.1 PICTURE NO. 1 
 

                          

              

             HANDLE -------------- 
              

              

 

SIDE IV MAINTENANCE 
 

4.1.1 ORDINARY MAINTENANCE 
 

To clean the rubber base, take it out from its seat, and wash it with 

running water. Absolutely avoid any cleaning when the rubber base is on 

its seat. 
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4.1.2 SURVEY OF MAIN ANOMALIES 
 

This chapter is an integrant part of the instruction hand-book. All 

intervention mentioned in this chapter must be carried out ONLY AND 

EXCLUSIVLY BY SKILLED STAFF AUTHORIZED BY OMEC or at OMEC factory. 

 

TROUBLES: 

 

a) The vibrator does not start. 

b) The vibrator does not vibrate. 

 

------------------------------------------------------------------------ 

 

CAUSES: 

 

a) The supply plug is not connected properly. 

b) The fuse is out of order. 

c) The potentiometer is out of order. 

d) The electronic circuit board is out of order. 

 

---------------------------------------------------------------------- 

 

REMEDIES: 

 

a) Check whether the supply plug is connected properly into the current 

intake. 

b) Replace the fuse with one of the same value. 

c) Replace the potentiometer 

d) Replace the electronic circuit board. 
 

 

 

SIDE V ELECTRIC DIAGRAM 
 

5.1.1 ELECTRIC DIAGRAM 

 
 

SIDE VI STANDARDS 
 

6.1.1 STANDARDS 
 

OMEC VIBRATOR TYPE VIBR-X-34 is manufactured in accordance with the 

following standards: 

 

- 2014/30/UE EMC (Electro-magnetic Compatibility) 

- 2014/35/UE (Low Voltage) 
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